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Ball Nose                                    

WC=87 Co=12 HRA=92.1 Rupture=3800N/mm
2Ultra Fine Micro Grain Carbide

R

l
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Application 

Coating  Carbon steel,  
Alloy steel 

 ,

Pre-harden steel    
 High-hardened  Stainless steel  

 
Titanium alloy 

Nickel/Inconel 
alloy 

Copper alloy  
,

Aluminum alloy 

~45HRC ~50HRC ~55HRC ~60HRC ~65HRC

 Perfect    Excellent      Good 

   .01          .04          .08

Dimension Purchase Code 

Diameter Radius
Flute  

Length

Efficient  

Length 

Full  

Length

Shank  

Diameter
Flutes MODE Coating 

d  R    L1  L  D  Z  ALTIBN

1 0.5 1 2.5 50 4 2 P-UBTSX010 .01 .04 .08

1.5 0.75 1.5 4 50 4 2 P-UBTSX015 .01 .04 .08

2 1 2 5 50 4 2 P-UBTSX020 .01 .04 .08

2.5 1.25 2.5 6 50 4 2 P-UBTSX025 .01 .04 .08

3 1.5 3 8 50 4 2 P-UBTSX030 .01 .04 .08

3.5 1.75 3.5 8 50 4 2 P-UBTSX035 .01 .04 .08

3 1.5 3 8 50 6 2 P-UBTSX036 .01 .04 .08

4 2 4 10 50 4 2 P-UBTSX044 .01 .04 .08

4.5 2.25 4.5 11 50 6 2 P-UBTSX045 .01 .04 .08

4 2 4 10 50 6 2 P-UBTSX046 .01 .04 .08

5 2.5 5 13 50 6 2 P-UBTSX050 .01 .04 .08

5.5 2.75 5.5 14 50 6 2 P-UBTSX055 .01 .04 .08

6 3 6 15 50 6 2 P-UBTSX060 .01 .04 .08

7 3.5 7 16 60 8 2 P-UBTSX070 .01 .04 .08

8 4 8 20 60 8 2 P-UBTSX080 .01 .04 .08

9 4.5 9 22 75 10 2 P-UBTSX090 .01 .04 .08

10 5 10 25 75 10 2 P-UBTSX100 .01 .04 .08

12 6 12 30 75 12 2 P-UBTSX120 .01 .04 .08

14 7 14 35 75 16 2 P-UBTSX140 .01 .04 .08

16 8 16 40 100 16 2 P-UBTSX160 .01 .04 .08

Cutting Condition
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